
  
 

Pana OPS for Pana 81T/81D and Pana 105T/105D 

Features 

• Intel I7 Intel® Core™ Desktop Processor 

• 5K60Hz outputs 

• 21:9 5K Display Support 

• JAE 80pin supports 5K@60Hz  

• Intel® Iris® Xe integrated GPU 

• 2 USB-C, Thunderbolt 4 compatible, 2 USB-A 3.0 

• WiFi 6/Bluetooth 5.2 

Specifications 

General  

CPU 11th generation Intel® i7 processor; 
conforming to Intel OPS standard 
Intel® mobile Core™ i7 1165G7 2.8Ghz 

Security TPM 2.0 chip 

RAM 16GB DDR4 
Dual SODIMM DDR4, 3200MHz 

SSD 256 GB M.2 2280 NVMe PCIe 4 SSD 

GPU Integrated Intel® Iris® Xe UHD Graphics 

OS Support Windows10 Pro 

Inputs, Outputs, Indicators and Buttons 

HDMI-OUT 1 4K60Hz HDMI 2.0  

HDMI IN 1 1080p60Hz HDMI 1.4 

Back Panel 80 Pin 5K60Hz DP 1.4 

USB Type-C 2 x 5K60Hz DP1.4  
Thunderbolt 4 compatible  
Each port supports PD 65W  

External Antenna 2 x 5 dB omni-directional antennas 

WiFi 2.4/5 GHz 2 x 2 WiFi 6  
Model: AX201 

Bluetooth  Bluetooth 5.2 

Earphone/Audio Out 3.5 mm analog 

USB 3.0 Type-A 2 (Blue) 5V 1A 

USB 2.0 Type-A 1 (Black) 5V 0.5A 

LAN RJ45, Integrated 10/100/1000Mbps  

Regulatory  

Certifications cULus, CE, FCC, ICES, AS/NZS, RoHS, 
REACH 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

Power  

Max Power Consumption 60W 

Standby Power 0.5W 

Voltage 12V DC Input  
Max 5A (via 80 pin) 

Battery CR2032 XP X,3V Lithium Ion  

Pana OPS  
Jupiter Systems 
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Physical Properties Environmental  

Color Black Operating Temperature 32° – 104° F (0° – 40° C) 

Dimension L x W x H 7.09 x 4.69 x 1.19 in 
(180 x 119 x 30 mm） 

Operating Humidity 10% – 90% Non-condensing 

Storage Temperature 14° – 149° F (-10° – 65° C)     

Net Weight About 2.2 lbs (1.0 kg) Storage Humidity 10 – 90% Non-condensing 

Handle 1 Noise Level Normal Usage: ＜30.4db 

Lock Hole 1, For use with cable lock  


